
 7 

WET WT. 5000 LBS (AIR WT. 5814 LBS)

2 MicroCATs and subsurface Argos transmitter

7

ACOUSTIC RELEASE

ANCHOR (DEPTH - 4982 M.)

100 M. 3/8" WIRE
200 M. 7/8" NYLON ONE PIECE, WRAPPED TERMINATION

1400 M. 1" POLYPRO

ONE PIECE,  TO BE SPLICED AT SEA

7  17" BALLS ON 1/2" TRAWLER CHAIN

5 M. 1/2" TRAWLER CHAIN

5 M. 1/2" TRAWLER CHAIN

20 M. 1" SAMSON  NYSTRONNTAS-2   MOORING

5 M. 1/2" TRAWLER CHAIN

0.75  M.  3/4" PROOF  COIL  CHAIN (11 Links)A

WIRE/NYLON
TERMINATION

D

H

G

H

H

H

TERMINATION   CODES

1" ENDLINK, 7/8" CHAIN SHACKLE
BRIDLE: U-JOINT, 1" CHAIN SHACKLEA

3/4" CHAIN SHACKLE,   7/8" ENDLINK,
3/4" CHAIN SHACKLE

3/4" CHAIN  SHACKLE,
3/4" ANCHOR SHACKLE

C

3/4" ANCHOR SHACKLE,  7/8"ENDLINK,
3/4" ANCHOR SHACKLE

D

E

5/8" CHAIN SHACKLE, 7/8" ENDLINK,
5/8" CHAIN SHACKLE

G

5/8" CHAIN SHACKLE, 7/8" ENDLINK,
7/8" ANCHOR SHACKLEH

HARDWARE REQUIRED
(INCLUDES APPROX. 20% SPARES)

1" CHAIN SHACKLES                     2

1" WELDLESS  END  LINK            2

7/8" ANCHOR SHACKLES             5

7/8" CHAIN SHACKLES                 2

7/8" WELDLESS LINKS                43

3/4" CHAIN SHACKLES               56

3/4" ANCHOR SHACKLES          14

5/8" CHAIN SHACKLES               11

MAXIMUM DIAMETER OF BUOY
WATCH CIRCLE = 4.71  N. MILES

*  Note:  No adjustment required if the water depth is within 
plus or minus 100 Meters.

300 M. 3/8" WIRE

EGG Model 322

3-meter discus buoy with
2 ASIMET systems and Argos telemetry

500 M. 3/8" WIRE

500 M. 3/8" WIRE

500 M. 3/8" WIRE

500 M. 7/8" NYLON

500 M. 3/4" NYLON

500 M. 3/4" NYLON

500 M. 3/4" NYLON  (ADJUSTABLE,  see Note below)

500 M. 3/4" NYLON

100 M. 7/8" NYLON

C
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E

AquaDopp current meter on strongback

*

SBE-39 on strongback

0.75  M.  3/4" PROOF  COIL  CHAIN (11 Links)

VMCM in 3/4 SS load cage

0.27  M.  3/4" PROOF  COIL  CHAIN (4 Links)

SBE-39 on strongback

Depths (m)
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SBE-39 on strongback

SBE-39 on strongback

SBE-39 on strongback

SBE-39 on strongback

3.7  M.  3/4" PROOF  COIL   CHAIN

3.7  M.  3/4" PROOF  COIL   CHAIN

8.7  M.  3/4" PROOF  COIL   CHAIN

8.7  M.  3/4" PROOF  COIL   CHAIN

8.7  M.  3/4" PROOF  COIL   CHAIN
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SBE-39 clamped to wire

SBE-39 clamped to wire

SBE-39 clamped to wire

48.5 M.  3/8" Wire
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Tidbit clamped to wire

Tidbit clamped to wire (just above termination)
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5 Tidbits clamped to wire

SBE-39 on strongback

300 kHz WorkHorse ADCP in aluminum load cage

SPECIAL

(on bridle 2 m below buoy deck)Instrument

 
 

Figure 2.  NTAS-2 mooring diagram. 




